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Ankrajlar duvara dayanagi olan montaj elemanlari olduklari icin, i¢ ve Dis Cephe Dogaltas, Mermer, Granit
vb. Giydirme Sistemlerinde en fazla tercih edilen baglanti elemanlardir. Uzerlerindeki Ayar Kollari sayesinde
ince ayar saglanir. Profil (kanal), Diibel, Civata, Somun, Pul gibi baglanti elemanlart ile birlikte kullanilmaktadirlar.

Genellikle 430, 304 (A2), 316 (A4) Kalite Paslanmaz (Inox) malzemeden Uretilmektedirler. Ancak, istege gore
ST37 Elektro Galvaniz Sac’dan da uretilebilmektedirler. “Elektro Galvaniz”, “Daldirma Galvaniz” veya
“Dakroment Kaplama” olmak (izere alternatif kaplama secenekleri ile de sunulmaktadirlar.

Anchors are one of the most preferred fitting elements used in both interior and exterior construction of buildings.
Especially, in Natural Stone, Marble and Granite Mounting anchors are the best to be used. By the help of
Adjustable Arms upon them, delicate adjustments during fixation can easily be done. Anchors are generally used
with Channels, Wall Hanger Brackets, Anchors, Bolts, Nuts and \Washers.

They usually are produced from 430, 304 (A2), 316 (A4) Quality Stainless Steel (Inox). However, upon request,
they also can be produced from ST37 Electro Galvanized (Zinc Plated) Sheet Iron Metal. Available also in
different coating like “Electro Galvanized (Zinc Plated)”, “Hot Dip Galvanized” or “Dacromet Coating”.
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Uygulama Bicimleri
Installation Types

Yatay Noktasal Baglantt / HOMZONtal FIXiNG..........owwevoeeeeeceerieereeeseseseesvees s sassssssssssassases

Dikey Noktasal Baglanti / Vertical Fixing......

Profilli Yatay Baglanti / Channel System Horizontal Fixing........

Profilli Dikey Baglanti / Channel System VertiCal FiXiNg ........eoereierroserisseriesesessesssissssssssens

“L" Profilli Baglanti / “L” Channel System Fixing.

“ince Taslar” icin Profilli Baglantilar / Channel Fixing for “Thin" Stones...

Uriinler
Products

Ayarlanabilir Tastyici & Tutucu “Z"” Ankraj (Tirtilli & Tirtilsiz)

Adjustable Supporter & Binding “Z" Anchor (Serrated & Non Serrated)............cceccneeecnnerecinnnrens

Soffit Ankraj / Soffit Anchor.......

“Percin Somunlu” Ayarlanabilir “Z” Ankraj (Tirtilli & Tirtilsiz)
Adjustable “Z" Anchor (Serrated & Non-Serrated) With “Rivet Nut”....

“Percin Somunlu” Soffit Ankraj / Soffit Anchor With “Rivet Nut”....

Ayarlanabilir Tastyici Ankraj / Adjustable Supporter Anchor....

Ayar Kollan / Adjustable Arms...

Tasiyict & Tutucu Ankraj / Round Anchor...

Ayar Kollari icin “Diiz” & “Flansh” (Kademeli) Pimler
“Normal” & “Flange” Type Tap Bolts For Adjustable Arms........

T AYAr KOHATT [ “T7 SUDDO Moot

“Diiz” & “Kivrik” Yaprak Ankrajlar / “Plain” & “Twisted” Leaf Anchors...
“Daz"” & “Tirtilh” Kare Pullar / “Plain” & “Serrated” Square Washers........

U KQNAL [ U CRANNG oottt senson

“C"” Kanal (Disli & Dissiz) / “C" Channel (With Tooth & Without Tooth)......
“L” Kanal / “L” Channel...

“L” Ankraj (“L” Bayrak = “L” KONSOI) / “L” ANCROT ..ccooomevvrmerivcimsesreconeeseinsesersisseseesissssesesssssssees

“U” Ankraj (“U” Bayrak - “U” Konsol) / “U" Anchor....

Alti Kése Bash Trifon Vidalar / Hexagon Head Wood Screws.

Trapez Vidalar / Hexagon Head Self DrilliNG SCIEWS ...

“L"” Braket / “L"” Bracket..

Klipsli Diibel / Monoclip Anchor

GOMIEKITi DUGBEI [ SIEEVE ANCRON ...

Borulu Diibel / Pipe Anchor.........

Alti Kése Bash Tam Disli Civatalar / Hexagon Head Screws - Fully Threaded
Alt1 K6Se SOMUNIAT [ HEXAGON NULS ...t

Pullar /| Washers......

Diger Ankraj Elemanlan / Other Anchor Elements

Sarf Malzemeler /| CONSUMADIE PrOQUCTS ..........c.eeoeeeeeeeeeeeeeeeeee e sssssssassssssssssssssassans

Yasal Sartlar / Privacy Policy.......
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— Tutucu
Restraint

v Celik Dubeller ile betona direkt baglanti yapilir.
Direct installation to the concrete with Steel Anchors.
— Tutucu & Tutucu
Load Bearing & Restraint v Her bir eleman bir tasin agirhginin yarisi kadar yiik
tasir. Bu esasa gore malzeme secimi yapiimalidir.

Each product carries half weight of the stone, thus
products should be choosen accordingly.

v Kullanilacak Govde ve Ayar Kolu, cephede kullanilan
izolasyon kalinhgina gore secilmelidir.
Types of Anchors and Adjustable Arms should be choosen

Tastyicr according to the thickness of the insulation used on the
Load Bearing facade of the building.




Uygulama Bicimleri - Dikey Noktasal Baglanti
Installation Types - Vertical Fixing

Celik Dubeller ile betona direkt baglanti yapilir.
Direct installation to the concrete with Steel Anchors.

Her bir eleman bir tasin agirhginin tamami kadar yiik
tasir. Bu esasa gore malzeme secimi yapiimalidir.

Each product carries full weight of the stone, thus
products should be choosen accordingly.

Taslyici ve Tutucu Elemanlar tasin agirlhigina goére
secilmelidir.

Load Bearing and Restraint Elements should be
choosen according to the deadweight of the stone.

Kullanilacak Govde ve Ayar Kolu, cephede kullanilan
izolasyon kalinhgina gore secilmelidir.

Types of Anchors and Adjustable Arms should be
choosen according to the thickness of the insulation
used on tha facade of the building.

Tutucu

Restraint
—

Tutucu
Restraint
—

Tasiyici & Tutucu <+—
Load Bearing & Restraint




-~ Beton
Concrete

- Tugla,
GazBeton,
vb...

Brick, Aerated
Concrete,
ete...
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v Sistemin ana tasiyicilari olan “L Bayraklar”, Celik Diibeller vasitasi ile betona sabitlenmelidir.

L Anchors, the main load of the bearing system, should be connected to the concrete elements of the building with Steel
Anchors.

v L Bayraklar, monte edilirken, izolasyon malzemesi L Bayrak 6lclistine gore kesilmelidir.

Before the installation of the L Anchor, the insulation material should be cut to the size of the “L Anchor”.

v L Bayrak montaji tamamlandiktan sonra, Profiller, uygulama tipi ve tas boyutuna gore, yatayda hizzalanarak Civatalar
vasitasi ile L bayraklara tutturulur.

After installing L Anchors, Channels must be replaced according to the dimension of the stone and the installation type
Hexagon Head Bolts must be used during the installation process of the Channels to the L Anchors.

v Tasin boyutuna gore secilen Govde ve Ayar Kollari, uygulama alanindaki Profillerin (izerine yerlestirilip montaj
tamamlanir.

With the profiles installed, types of Anchors and Adjustable Arms should be selected according to the deadweight of the
stone and the installation type.

Beton
Concrete

izolasyon Boslugu
Insulation Gap




Installation Types - Channel System Vertical Fixing

Sistemin ana tastyicilari olan “L Bayraklar”, Celik Diibeller vasitasi
ile betona sabitlenmelidir.

L Anchors, the main load of the bearing system, should be connected
to the concrete elements of the building with Steel Anchors.

L Bayraklar, monte edilirken, izolasyon malzemesi L Bayrak
Olclistine gore kesilmelidir.

Before the installation of the L Anchor, the insulation material should
be cut to the size of the “L Anchor”.

L Bayrak montaji tamamlandiktan sonra, Profiller, uygulama tipi
ve tas boyutuna gore, dikeyde hizalanarak Civatalar vasitasi ile
L bayraklara tutturulur.

After installing L Anchors, Channels must be replaced according to
the dimension of the stone and the installation type. Hexagon Head
Bolts must be used during the installation process of the Channels to
the L Anchors.

Tasin boyutuna gore secilen Govde ve Ayar Kollari, uygulama
alanindaki Profillerin Gizerine yerlestirilip montaj tamamlanir.

With the profiles installed, types of Anchors and Adjustable Arms
should be selected according to the deadweight of the stone and
he installation type.

Beton
Concrete

Tugla,
GazBeton,
vb...

Brick, Aerated
Concrete,
etc...
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Beton

Concrete
izolasyon Boslugu
Insulation Gap
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Beton
Concrete

Sistemin ana tastyicilari olan “L Bayraklar”, Celik Dibeller
vasitasi ile betona sabitlenmelidir.

L Anchors, the main load of the bearing system, should be connected
to the concrete elements of the building with Steel Anchors.

L Bayraklar, monte edilirken, izolasyon malzemesi L Bayrak
olcusune gore kesilmelidir.

Before the installation of the L Anchor, the insulation material should
be cut to the size of the “L Anchor”.

L Bayrak montaji tamamlandiktan sonra, Profiller, uygulama
tipi ve tas boyutuna gore, yatayda hizzalanarak Civatalar vasitasi
ile L bayraklara tutturulur.

After installing L Anchors, Channels must be replaced according to
the dimension of the stone and the installation type. Hexagon Head
Bolts must be used during the installation process of the Channels
to the L Anchors.

U Profiller monte edildikten sonra, L Profiller civatalar ile monte
edilir.

L Channels are fixed to U Profiles with Hexagon Head Bolts.

L profil montaji tamamlandiktan sonra dikeyde istenilen karolaj
bicimine gére Govde ve Ayar Kollari ile tag montaji tamamlanir.

After L Channel installation is completed, due to the vertical grid
format, the assembly of the stone is completed with Anchors and
Adjustable Arms.
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v/ Sistemin ana tasiyicilari olan “L Bayraklar”, Celik Diibeller vasitasi ile betona sabitlenmelidir.

L Anchors, the main load of the bearing system, should be connected to the concrete elements
of the building with Steel Anchors.

v L Bayraklar, monte edilirken, izolasyon malzemesi L Bayrak 6l¢lisiine gore kesilmelidir.

Before the installation of the L Anchor, the insulation material should be cut to the size of the
“L Anchor”.

v/ L Bayrak montaji tamamlandiktan sonra, Profiller, uygulama tipi ve tas boyutuna gore,
yatayda hizzalanarak Civatalar vasitasi ile L bayraklara tutturulur.

After installing L Anchors, Channels must be replaced according to the dimension of the stone
and the installation type. Hexagon Head Bolts must be used during the installation
process of the Channels to the L Anchors.

v ince taslar igin 6zel olarak tasarlanmig olan CVTAJBL-10 Kodlu Griin U Profil boyutunda
yerlestirilir ve taslarin cizik kismina gelecek sekilde uygulama yapilir.

The product CVTAJBL-10, which is especially designed for thin stone application, is used in
double applications. One side is used for fixation in to the cutted (grooved) stone, while the
other side is used for fixation of the U Profile System using Hexagon Head Bolts, nuts and
washers.
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CVTAJBL-10B
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Ayarlanabilir Tasiyici & Tutucu “Z” Ankraj (Tirtilh & Tirtils1z)
Adjustable Supporter & Binding “Z” Anchor (Serrated & Non-Serrated)
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v Duvara dayanagi olan bir montaj elemani oldugu icin Dis Cephe (dogaltas, mermer, granit) kaplama sistemlerinde
en fazla tercih edilen baglanti elemanidir.

Anchors are one of the most preferred fitting elements used in exterior construction of the buildings especially in natural

stone, marble, granite assemblies, as they can easily be mounted on the wall.

v 430, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden liretilmektedir.
Produced from 430, 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

v/ lstenildigi takdirde, M8 olarak da Uretilebilmektedir.

Upon request, can also be produced as M8.

CVTAJ-02
Yiikseklik Delik Olgiisii Genislik Kalinhk Slot Olgiisii
Height Hole Size Width Thickness Slot Size
H D G S AXB E F
20 M10 27-30-35 25-30 10,5 X 20 36 40
30 M10 2 =30/=35 25-30 10,5 X 20 45 40
40 M10 27-30-35 25-30 10,6 X 20 40 40
60 M10 2 ='30/=35 25-30 10,6 X 20 54 40
80 M10 27-30-35 25-30 10,56 X 20 52 40
100 M10 27-30-35 25-30 10,6 X 20 54 40
120 M10 27-30-35 25-30 10,5 X 20 55 50
20 M10-M12 - M14 30-40-50 4,0-5,0 10,5 X 20 46 50
40 M10-M12-M14 30-40-50 4,0-5,0 10,5 X 20 48 50
60 M10-M12 - M14 30-40-50 4,0-5,0 10,5 X 20 50 50
80 M10-M12-M14 30-40-50 4,0-5,0 10,5 X 20 50 50

* Tiim 6ledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgiil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.




Soffit Ankraj
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Soffit Anchor

Dis Cephe giydirmede, dogaltas, mermer, granit montajlarinda pratik ve emniyetli montaj imkani saglar.

Especially preferred in exterior mounting of the buildings especially in natural stone, marble, granite assemblies.
Provides easy and safe assembly.

Tasin betona sabitlenmesinde kullaniimaktadir.

Used in fixing the natural stone to the concrete.

430, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden (iretilmektedir.
Produced from 430, 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

istege gore, “Delik OIgUsU” M12, M14 veya M16 olarak da Uretilebilmektedir.

Upon request, “Hole Size” can be produced as M12, M14 or M16.

CVTAJ-15

Yiikseklik Delik Olciisii Genislik Kalinhk Slot Olciisii

Height Hole Size Width Thickness Slot Size
H D G T AXB E F
20 M10 - M12 27-30 25-30-40 10,5X200 40 30
30 M10-M12 27-30 25-30-40 10,5X200 42 30
40 M10 - M12 27-30 30-40-50 10,5X200 45 30
60 M10 - M12 27-30 30-40-50 10,5X200 45 30
80 M10 - M12 27-30 30-40-50 10,5X200 45 30
100 M10 - M12 27-30 30-40-50 10,5X200 45 30
120 M10 - M12 27-30 30-40-50 10,5X200 45 30

* Tim 6ledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektedir.

* All values are in “milimeters” . A “comma” is used as the decimal marker.




Duvara dayanagi olan bir montaj elemani oldugu icin Dis Cephe (dogaltas, mermer, granit) kaplama sistemlerinde
en fazla tercih edilen baglanti elemanidir.

Anchors are one of the most preferred fitting elements used in exterior construction of the buildings especially in

natural stone, marble, granite assemblies, as they can easily be mounted on the wall.

Govde Ulzerine perginlenmis somun sayesinde, Ayar Kolu uygulamasindan sonra kolay montaj imkani saglar.

Provides easy installation With the Rivet Nut on.

430, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden (iretilmektedir.

Produced from 430, 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

istenildigi takdirde, M8 olarak da (iretilebilmektedir.

Upon request, can also be produced as M8.

CVTAJ/RN-02

Yiikseklik Somun Olgiisii Genislik Kalinhk Slot Olgiisii
Height Nut Size Width Thickness Slot Size
H D G S AXB E F
20 M10-M12 27 -30-35-40- 50 25-30-40 105X 20 30 30
30 M10-M12 27-30-35-40-50 25-30-40 105X 20 45 40
40 M10-M12 27-30-35-40-50 25-30-4,0 10,6 X 20 54 40
60 M10-M12 27 -30-35-40-50 25-30-40 10,6 X 20 57 40
80 M10-M12 27 -30-35-40-50 25-30-4,0 10,5 X 20 60 40
100 M10-M12 27 -30-35-40-50 25-30-40 105X 20 58 40
120 M10-M12 27 - 30-35-40 - 50 25-30-40 10,6 X 20 67 40

* Tiim dledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektedir.

* All values are in “milimeters” . A “comma” is used as the decimal marker.



“Percin Somunlu” Soffit Ankraj
Soffit Anchor With “Rivet Nut”
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v Tavan Dogaltas montajlarinda kullaniimak lizere tasarlanmig bir Grindr.

Specially designed for ceiling coverings of natural stone.

v Uzerine montaj yapilmis Percin Somunu sayesinde Ayar Kolu uygulamasindan sonra rahat ayarlama imkani saglar.

Provides easy fixing with Rivet Nut on.

v/ lIstenildigi takdirde “tirtilli” olarak da uretilebilir.
Upon request, can also be produced as “serrated”.

v/ 430, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden uretilmektedir.
Produced from 430, 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

v/ Istege gore, “Percin Somunu” M12 veya M14 olarak da iiretilebilmektedir.
Upon request, “Rivet Nut” can be produced as M12 or M14.

CVTAJ/RN-15

Yiikseklik Delik Olciisii Genislik Kalinhk Slot Oleiisii
Height Hole Size Width Thickness Slot Size
H D G T AXB E F
20 M10-M12 27-30-35 25-30-40 10,5X20 40 30
30 M10-M12 27-30-35 25-30-40 10,56X20 42 30
40 M10-M12 27-30-35 25-30-40 10,5X20 45 30
60 M10 - M12 27-30-35 25-30-40 10,5X20 45 30
80 M10 - M12 27-30-35 25-30-40 10,6X20 45 30
100 M10 - M12 27-30-3b 25-30-40 10,5X20 45 30
120 M10 - M12 27-30-35 25-30-40 10,5X20 45 30

* Tiim 6lediler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.




Ayarlanabilir Tasiyici Ankraj
Adjustable Supporter Anchor

&
AN

v/ Duvara dayanagi olan bir montaj elemani oldugu icin Dig Cephe (dogaltas, mermer, granit) kaplama sistemlerinde
en fazla tercih edilen baglanti elemanidir.

Anchors are one of the most preferred fitting elements used in exterior construction of the buildings especially in
natural stone, marble, granite assemblies, as they can easily be mounted on the wall.

v 430, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden uretilmektedir.
Produced from 430, 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

v/ lIstenildigi takdirde, M8 olarak da uretilebilmektedir.

Upon request, can also be produced as M8.

CVTAJ-03
H D E F s AXB G
10 M10 20 37 3 10X 20 30
20 M10 20 37 3 10X 20 30
30 M10 20 37 3 10X 20 30
40 M10 20 37 3 10X 20 30

* Tiim dledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektedir.

n * All values are in “milimeters” . A “comma” is used as the decimal marker.




Ayar Kollan

Adjustable Arms

v Ayar Kollari “Ayarlanabilir Tastyici & Tutucu Z Ankrajlar” ile birlikte kullanilan baglanti elemanlaridir.
Adjustable arms are used with “Adjustable Supporter & Binding Z Anchors”.

v Montaj yapilacak duvar ile malzemenin arasindaki agikligin ayarlanabilmesi amaciyla kullaniimaktadir.

Used to adjust the cavity between the wall and the material.

v 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden Uretilmektedir.
Produced from 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

v/ lIstenildigi takdirde, M8 olarak da Uretilebilmektedir.
Upon request, can also be produced as M8.

CVTAJ-04
D L A B d, t
(7]

Ms 50 25 6,50 4,0-50 3,0-35
Ms 60 25 6,50 40-50 30-35
Ms 80 25 6,50 4,0-5,0 30-35
M10 40 25 6,50 4,0-50 3,0-4,0
M10 50 25 6,50 40-50 3,0-4,0
M10 60 25 6,50 4,0-5,0 3,0-4,0
M10 80 25 6,50 4,0-5,0 3,0-4,0
M10 100 25 6,50 4,0-50 3,0-4,0
M12 60 25 6,50 5,0- 6,0 3,0-4,0
M12 80 25 6,50 5,0 - 6,0 3,0-4,0
M12 90 25 6,50 5,0- 6,0 3,0-4,0
M14 70 30 6,50 5,0-6,0 4,0
M14 80 30 6,50 5,0-6,0 4,0
M14 90 30 6,50 5,0- 6,0 4,0
M14 100 30 6,50 5,0-6,0 4,0

* Tim 6ledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.




Tastyici Tutucu Ankraj

Round Anchor

v Taslyici & Tutucu Ankraj, Beton ve Tugla duvarlarda dikey derzlerde “tasiyici” ankraj olarak kullaniimaktadir.
Round Anchor is used as a “carrier” anchor on vertical grouting of the concrete and brick walls.

v/ Beton ve Tugla duvarlara, son sira taslari yatay derzlerde monte etmek icin “tutucu” ankraj olarak kullanilmaktadirlar.

Also used as a “binding” anchor especially for mounting the last range of stones on the horizontal grouting on the concrete
and brick walls.

v/ lIstege gore baska dlgiilerde de Uretilebilmektedir.
Upon request, can be produced in different sizes.

v/ "Elektro Galvaniz”, “Daldirma Galvaniz”, 430, 304 (A2), 316 (A4) Kalite paslanmaz (INOX) malzemeden Uretilmektedirler.

Usually produced from “Electro Galvanized”, “Hot Dip Galvanized”, 430, 304 (A2), 316 (A4) Quality Stainless Steel
(INOX).

CVTAJ-13/W
Tel Capi Uzunluk Biikiimlii Kisim
Wire Diameter Length Bended Part

9 (7]

T L F A
50-6,0-80-90-100 80 50 25 4-5-6
50-6,0-80-90-100 100 40 25 4-5-6
50-6,0-80-90-100 120 60 25 4-5-6
50-6,0-80-90-100 150 70 25 4-5-6
50-6,0-80-90-100 200 80 25 4-5-6
50-6,0-80-90-100 250 100 25 4-5-6

* Tiim 6ledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgiil” ile gdsterilmektedir.

n * All values are in “milimeters” . A “comma” is used as the decimal marker.




Tasiyici Tutucu Ankraj

Round Anchor

v Taslyict & Tutucu Ankraj, Beton ve Tugla duvarlarda dikey derzlerde “tastyici” ankraj olarak kullaniimaktadir.

Round Anchor is used as a “earrier” anchor on vertical grouting of the concrete and brick walls.

v/ Beton ve Tugla duvarlara, son sira taglari yatay derzlerde monte etmek igin “tutucu” ankraj olarak kullaniimaktadirlar.

Also used as a “binding” anchor especially for mounting the last range of stones on the horizontal grouting on the concrete
and brick walls.

v/ Istege gore baska dlciilerde de lretilebilmektedir.

Upon request, can be produced in different sizes.

v/ “Elektro Galvaniz”, “Daldirma Galvaniz”, 430, 304 (A2), 316 (A4) Kalite paslanmaz (INOX) malzemeden (iretiimektedirler.

Usually produced from “Electro Galvanized”, “Hot Dip Galvanized”, 430, 304 (A2), 316 (A4) Quality Stainless Steel
(INOX).

CVTAJ-13/P
Boru Capi Delinecek Cap Uzunluk
Pipe Diameter Drill Diameter Length
[7] [7]

10X 1,0 20 100 —120— 150 — 170 — 200 — 220 — 250

12X 1,0 22 100 —120—150 — 170 — 200 — 220 — 250 - 270

16X 1,2 25 120 - 150 - 170 — 200 — 220 — 250 - 270 — 300

18X 1.2 30 150 - 170 — 200 — 220 — 250 — 270 — 300 — 320 — 350

* Tiim 6ledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgiil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.




Ayar Kollan icin “Diiz” & “Flansh” (Kademeli) Pimler
“Normal” & “Flange” Type Tap Bolts For Adjustable Arms

CVTAJ-05 CVTAJ-06

!
L
L A
* p— —
- - D
}
T LD
v Dz & Flangh Pimler Ankrajlar ile birlikte kullanilan aksesuarlardir.
“Normal” & “Flange” Type Tap Bolts are accessories used with Anchors.
v Diiz ve Kademeli olmak lizere iki alternatif halinde tretilmektedirler.
There are two types of Pims: “Normal (Plain) Type” and “Flange Type".
CVTAJ-05 CVTAJ-06
D L D T A L
4 From 50 mm Upto 120 mm 4 1.0 556 50 - 60
5 From 50 mm Upto 120 mm 5 1,5 70 50 - 60
6 From 60 mm Upto 120 mm 6 15 7.0 50 - 60

* Tim 6lgdiler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektedir.

* All values are in “milimeters” . A “comma” is used as the decimal marker.




Civataimafat

“T" Ayar Kollan

“T" Support

|

v Montaj yapilacak duvar ile malzemenin arasindaki agikliin ayarlanabilmesi amaciyla kullaniimaktadir.
Used to adjust the cavity between the wall and the material.

v “T Ayar Kolu” vasitasiyla ayni anda iki mermer baglantisi yapilabilmektedir.
Practically used in mounting double stones at once.

v/ “Sac Levha” istenilen olglilerde Uretilebilmektedir.

“Sheet Metal” can be produced according to the sizes requested.

v Sac Levha lizerindeki “Delik Caplari” istege gore 4,0 - 5,0 — 6,0 mm olarak Uretilebilmektedir.
Upon request, “Hole Diameters” on the Sheet Metal can be produced in 4,0 — 5,0 — 6,0 mm.

v 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden (retilmektedir.
Produced from 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

v/ lstenildigi takdirde, M8 olarak da liretilebilmektedir.

Upon request, can also be produced as M8.

v Asagidaki tabloda yer alan “A” & “E"” Olgiileri, istege ve projeye gore degiskenlik gosterilerek lretilebilir.

The sizes of “A” & “E” in the table given below, can differ according to the sizes of the project requirements. In other
words, other sizes can also be produced according to the costomers’ requirements.

CVTAJ-16
Saplama Uzunlugu
Threaded Rod Length
M A B T D L E
M10 80 20-25-27 25-3,0 5-6 o 60
Istenilen
Cop _ ) boyda
M10 100 20-25-27 25-30 5-6 dretiimektedir. 85
M10 120 20-25-27 25-3,0 5-6 105
Produced
M10 140 20-25- 27 3,0-4,0 5-6 according to the length 125
requested.
M10 150 20-25-27 30-4,0 5-6 135

* Tim 6lediler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.




“Plain” & “Twisted” Leaf Anchors

Tugla ve beton duvarlarda kullaniimaktadirlar.

Ideal for use in assemblies to brick and concrete walls.

“Pim Delikli” veya “Civata Delikli” olarak Uretilebilmektedirler. N
Can be produced either “Pim Perforated” or “Bolt Perforated”.

Diger ankrajlardan farki, duvar (izerine yapilacak olan dikey désemelerde altinda bulunan plakasi sayesinde tuglanin
kinlmasini 6nleyerek, tasiyici gorev tstlenmesidir.

With the plate underneath, prevents the brick to be broken, especially on the vertical assemblies on the wall.

Duz ve Kivrik Yaprak Ankrajlar “Kaynak Plakali” veya “Plakasiz” olarak uretilmektedirler.
Leaf Anchors can be produced either “With Welded Plate” or “Without Welded Plate”.

430, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden liretilmektedir.
Produced from 430, 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

Dikey uygulamalarda, Yaprak Ankrajin (Harcli Baglanti Elemani) diiz veya kiviiml ucu beton icine harg ile monte
edilir. Diger delikli ucu ise, Civata, Somun ve Pul vasitasi ile U Profile baglanir. Bu uygulama Profilin esnemesine
engel olur.

In Vertical Stone Fixing Applications, the Plain or Twisted part of the Leaf Anchor is fixed to the concrete by cement,
while the other part with hole is connected to the Profile with Bolt, Nut and Washer. With this type of application

the channel does not yield.

Noktasal Baglantilarda ise, yine hargla duvara monte edilir. Diger delikli ucu ise, Gévde ve Ayar kolu lzerinde
bulunan Pim’e baglanir.

In Direct Fixing Applications, Plain or Twisted part is fixed to the concrete by cement. The other part is connected
directly to the pim on the anchor.

* Tim 6ledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.



“Diiz" &“Kivrik” Yaprak Ankrajlar
“Plain” & “Serrated” Washers

CVTAJ-07 /D CVTAJ-07 / P CVTAJ-08
*/ /
G D D

Nl
%
1
e

CVTAJ-07 & CVTAJ-08

Uzunluk Kalinhk Genislik Kivrim Mesafesi Delik Olciisii Kaynak Plakasi

Length Thickness Width Twisted Part Length Slot Size Welded Plate
L T G A D K
80 25-3 20-25-27-30 35 5-6-10 15-25-1,5
100 25-3 20-25-27-30 45 5-6-10 15-25-1,5
120 25-3 20-25-27-30 50 5-6-10 15-25-1,5
150 25-3 20-25-27-30 60 5-6-10 15-25-1,5
160 25-3 20-25-27 60 5-6-10 15-25-1,5
170 25-3 20-25-27 60 5-6-10 15-25-1,5
180 25-3 20-25-27 60 5-6-10 15-25-1,5
200 25-3 20-25-27 70 5-6-10 15-25-1,5
250 30-4 20-25-27 70 5-6-10 15-25-1,5

* Tiim 6ledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.




CiViAS

“Diiz"” & “Tirtilh” Kare Pullar
“Plain” & “Serrated” Square Washers

“Duz” Pul CVTAJ-09 “Tiwrtalli” Pul CVTAJ-10

“Plain” Washers “Serrated” Washers

1l

I

v Duz ve Tirtilh Kare Pullar, Ankrajlar ile birlikte kullanilan aksesuarlardir.

Plain and Serrated Square washers are accessories used with Anchors.

v Elektro Galvanizli, 430, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden lretilmektedir.
Produced from Zinc Plated (Electro Galvanized), 430, 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

CVTAJ-09 & CVTAJ-10

AXB T D

25 20-25-30 8-10-12
25 20-25-30 8-10-12
25 20=2p=80 8-10-12
30 20-25-30 8-10-12
30 2,0=2,5=13,0 8-10-12
30 20-25-30 8-10-12
40 25-30-4,0 8-10-12
40 25-3,0-40 8-10-12
40 25-3,0-40 8-10-12
45 30-40-50 8-10-12
45 30-40-50 8-10-12
45 30-40-50 8-10-12

* Tiim 6ledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgdl” ile gdsterilmektedir.

‘ * All values are in “milimeters” . A “comma” is used as the decimal marker.




“U” Channel
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v Dig Cephe giydirme sistemlerinde dogaltas, mermer, granit montajlarinda pratik ve emniyetli montaj imkani saglar.

Especially preferred in exterior mounting of the buildings, natural stone, marble and granite assemblies. Provides
easy and safe assembly.

v/ 2 Metre uzunluktan 6 Metre uzunluga kadar (6 metre de dahil olmak tizere) lretilmekle birlikte, projeye gore 6zel
Olclilerde de lretim yapilabilmektedir.

Can be produced from 2 Meters upto 6 Meters long as well as required special sizes according to the project.

v/ Elektro Galvanizli, 430, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden (retilmektedir.
Produced from Zinc Plated (Electro Galvanized), 430, 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

v/ lIstege gore “Daldirma Galvaniz” olarak da iretilir.

Upon request, can also be produced in “Hot Dip Galvanized”.

CVTAS-02 / AJ

Olcii
Size G K S L AXB D E
Metre - Meters

30X30X30X25 30 30 25 2m<Ll<4am| 105X20 10,5 25
30X30X30X3,0 30 30 3,0 2m<L<4m| 105X20 10,5 25
30X35X30X25 35 30 2,5 2m<L<6m| 105X20 10,5 25
30X35X30X3,0 35 30 3,0 2m<L<6m| 105X20 10,5 25
30X40X30X25 40 30 25 2m<L<6m| 105X20 10,5 25
30X40X30X3,0 40 30 3,0 2m<L<6m| 105X20 10,5 25
35X35X35X25 35 35 25 2ms<L<6m| 105X20 10,5 25
35X35X35X3,0 36 36 3,0 2m<L<6m| 10,5X20 10,5 25
40X 40X 40X 25 40 40 2,5 2m<L<6m| 10,5X20 10,5 25
40X 40X 40X 3,0 40 40 30 2ms<L<6m| 105X20 10,5 25
40X 40X 40X 4,0 40 40 4,0 2ms<L<4m| 105X20 10,5 25
50 X 50 X 50 X 2,5 50 50 25 2m<L<4am| 105X20 10,5 25
50 X 50 X 50 X 3,0 50 50 3,0 2m<L<4m| 105X20 10,5 25
50 X 50 X 50 X 4,0 50 50 40 2ms<l<4m| 105X20 10,5 25
50 X 50 X 50 X 5,0 50 50 5,0 2m<l<4m| 105X20 10,5 25
50 X 50 X 50 X 6,0 50 50 6,0 2m<l<am| 105X20 10,5 25

* Tim 6ledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgdil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.




“C"” Kanal (Disli & Dissiz)

“C” Channel (With Tooth & Without Tooth)

v Dis Cephe giydirme sistemlerinde dogaltas, mermer, granit montajlarinda pratik ve emniyetli montaj imkani saglar.

Especially preferred in exterior mounting of the buildings, natural stone, marble, granite assemblies. Provides easy and
safe assembly.

v 2 Metre uzunluktan 6 Metre uzunluga kadar (6 metre de dahil olmak (izere) lretilmektedir.
Can be produced from 2 Meters upto 6 Meters long.

v Elektro Galvanizli, 430, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden (retilmektedir.
Produced from Zinc Plated (Electro Galvanized), 430, 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

v/ istege gore “Daldirma Galvaniz” olarak da iretilir.

Upon request, can also be produced in “Hot Dip Galvanized”.

v/ M8 ve M10 Yayli Somun (CVTAJ-17) ile birlikte kullanilabilir.
Can be used with M8 and M10 Spring Nut (CVTAJ-17).

CVTAJ-14
Olcii
Size G K T L AXB E 0
41X21X20 41 21 2,0 1,00 - 6,00 11X 25 50 22
41X21X25 41 21 25 1,00-6,00 11X25 50 22
41X41X20 41 4 2,0 1,00 - 6,00 11X 25 50 22
41X41X25 41 4 2,5 1,00 - 6,00 11X25 50 22

CVTAJ-17

* Tiim dledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektedir.

m * All values are in “milimeters” . A “comma” is used as the decimal marker.




“L” Channel
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v Dis Cephe giydirme pratik ve emniyetli montaj imkani saglar.

Provides easy and safe assembly.

v 2 Metre uzunluktan 6 Metre uzunluga kadar (6 metre de dahil olmak lzere) Uretilmektedir.
Can be produced from 2 Meters upto 6 Meters long.

v Elektro Galvanizli, 430, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden iiretilmektedir.
Produced from Zinc Plated (Electro Galvanized), 430, 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

v/ lIstege gore “Daldirma Galvaniz” olarak da iiretilir.
Upon request, can also be produced in “Hot Dip Galvanized”.

CVTAS-01/ AJ

Olcii

Size G K S L AXB E c
90X20X25-3 20 20 2,5-3 2m<L<6m 10,0 X 20 30 50
90X 15X 25-3 20 15 25-3 2ms<L<6m 10,0 X 20 30 50
90X10X25-3 20 10 25-3 2ms<L<6m 10,0X 20 30 50
85X 15X 25-3 85 15 25-3 2m<L<6m 10,0 X 20 30 50
120X 20X 2,5-3 120 20 2,5-3 2ms<L<6m 10,0 X 20 30 50
120X 25X 2,5-3 120 25 25-3 2m<L<6m 10,0 X 20 30 50
120X30X2,5-3 120 30 2,5-3 2m<L<6m 10,0 X 20 30 50

* Tim 6ledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgdil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.




CiViAS

“L” Ankraj ("L” Bayrak - “L” Konsol)
“L" Anchor

A2 H Mﬂ

v Dis Cephe giydirme sistemlerinde, profillerin civata, somun ve pul ile yatay ve dikey olarak duvara sabitlenmesinde
kullaniimaktadir.

Used in exterior mounting of the buildings, natural stone, marble and granite assemblies.
L Anchor is used with Hexagon Head Bolts, Nuts and Washers to be fixed to the profiles.

v Beton duvar zeminlerine dibel yardimi ile monte edilir.

Mounted on the concrete wall with the help of anchors.

v Talep dogrultusunda baska 6lgiilerde de iiretilebilmektedir.
Upon request, can be produced in different sizes.

v Elektro Galvanizli, 430, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden Uretilmektedir.
Produced from Zinc Plated (Electro Galvanized), 430, 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

v/ stege gore “Daldirma Galvaniz” olarak da lretilir.

Upon request, can also be produced in “Hot Dip Galvanized”.

CVTAJ-11
. - . . . e o Slot Merk
Sac Kalinhg Genislik Yiikseklik Taban Uzunlugu Slot Genisligi Slot Uzunlugu Ar:S| Uggk‘lafk
Sheet Iron - ; Bottom . Distance Between
Thickness i Rk Length il e el gy Slot Centre Points
T G H Hi X y Aq Ay M
3-4-5 80-90-100-120 50 50 10,50 12,50 28 32 50
3-4-5 80-90-100-120 60 50 10,50 12,50 32 32 50
3-4-5 80-90-100-120 70 50 10,50 12,50 32 32 50
3-4-5 80-90-100-120 80 50 10,50 12,50 63 32 50
3-4-5 80-90-100-120 90 50 10,50 12,50 63 32 50
3-4-5 80-90-100-120 100 50 10,50 12,50 63 32 50
3-4-5 80-90-100-120 120 50 10,50 12,50 63 32 50
3-4-5 80-90-100-120 140 50 10,50 12,50 63 32 50
3-4-5 80-90-100-120 150 50 10,50 12,50 63 32 50
3-4-5 80-90-100-120 160 50 10,50 12,50 63 32 50
3-4-5 80-90-100-120 180 50 10,50 12,50 45 32 50
3-4-5 80-90-100-120 200 50 10,50 12,50 45 32 50
3-4-5 80-90-100-120 250 80 10,50 12,50 45 32 50

* Tiim 6ledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgtil” ile gdsterilmektedir.

m * All values are in “milimeters” . A “comma” is used as the decimal marker.




CIViAS

“U” Ankraj ("U"” Bayrak -“U” Konsol)
“U” Anchor
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v/ ALUMINYUM Dis Cephe giydirme sistemlerinde, Aliminyumun civata ve diibel ile sabitlenmesinde kullanilir.

Used in exterior mounting of the buildings in Aluminum Assemblies with Hexagon Head Bolts and Anchors
especially to fix aluminum.

v Elektro Galvanizli, 430, 304 (A2) Kalite Paslanmaz (INOX) malzemeden Uretilmektedir.
Produced from Zinc Plated (Electro Galvanized), 430, 304 (A2) Quality Stainless Steel (INOX).
v/ lIstege gore “Daldirma Galvaniz” olarak da Uretilir.
Upon request, can also be produced in “Hot Dip Galvanized”.
CVTAJ -12
Sac Kalinhg Genislik Yiikseklik
Sheet Iron - .
Thickness Width Height
T G H A B X y X4 Y1
4-5 100 80 50-60-80 52 12,50 32 10,50 40
4-5 100 100 50-60-80 52 12,50 32 10,50 40
4-5 100 120 50-60-80 52 12,50 32 10,50 40
4-5 100 150 50-60-80 52 12,50 32 10,50 40
4-5 100 200 50-60-80 52 12,50 32 10,50 40

* Tim 6ldler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.




Alti Kose Bash Trifon Vidalar

Heaxon Head Wood Screws

v Dis boyu, Trifon Vida'nin toplam boyuna gore degiskenlik gostermektedir.

ADAA S A

CVTV-11

Anma Capi
Thread Size g d 8 10
Kafa Yiiksekligi k 55 7,0
Head Height

Kmin. 513 6,55

e 14,20 18,72

Anahtar Agzi
Head Width s 13 17
Bo
Le:gth I from 60 mm upto 150 mm

Thread Length is changable according to the length of the Hexagon Head Wood Screw’s total length.

Trapez Vidalar

Heaxon Head Self Drilling Screws

TS

CVTV-08
Olcii Delme Kapasitesi Olcii Delme Kapasitesi Olcii Delme Kapasitesi
Size Drilling Range Size Drilling Range Size Drilling Range
48X19 4 mm 55X25 5mm 6,3X25 5mm
48X 25 4mm 55X 32 5mm 6,3X32 5mm
55X 32 12 mm 6,3X38 5mm
55X 38 5mm 6,3 X 50 5mm
5,5 X 50 5mm 6,3X60 5mm
55X 50 12mm 6,3X70 5mm
55X 60 5mm 6,3X80 5mm
55X 60 12 mm 6,3 X100 5mm

* Tiim dledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgiil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.



“L" Braket
“L" Bracket

Seramik Cephe giydirme sistemlerinde kullanilan Aliminyumun T Profillerin sabitlenmesinde kullanilan bir Grinddr.

“L" Bracket is used for fixing Aluminum T Profiles in Ceramic Tiles Assemblies.

Elektro Galvanizli, 430, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden uretilmektedir.
Produced from Zinc Plated (Electro Galvanized), 430, 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

istege gore “Daldirma Galvaniz” olarak da (iretilir.

Upon request, can also be produced in “Hot Dip Galvanized”.

Tekli ve Ciftli kombinasyonlarda uygulama ve projeye gore farklilik gésterebilmektedir.
Single or Double Slotted versions differ according to the project.

istege gore baska olciilerde de iiretim yapilabilmektedir.
Upon request, can be produced in different sizes.

CVTAS-BR-01
Kisa Uzunluk Genislik Yiikseklik Kalinlik
Bottom Length Width Height Thickness
(A) (L) (K)
50 50-60-70-80-100-125 50 2-25-3-4
50 50-60-70-80-100-125 80 2-25-3-4
50 50-60-70-80-100-125 100 2-25-3-4
50 50-60-70-80-100-125 120 2-25-3-4
50 50-60-70-80-100-125 130 2-25-3-4
50 50-60-70-80-100-125 140 2-25-3-4
50 50-60-70-80-100-125 150 2-25-3-4
50 50-60-70-80-100-125 160 2-25-3-4
50 50-60-70-80-100-125 170 2-25-3-4
50 50-60-70-80-100-125 180 2-25-3-4
50 50-60-70-80-100-125 200 2-25-3-4
50 50-60-70-80-100-125 250 2-25-3-4
50 50-60-70-80-100-125 300 2-25-3-4

* Tim 6ldler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.




CiViAS

Klipsli Diibel

Monoclip Anchor
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v Cabuk ve kolay montaj imkani saglayan bir diibel ¢esididir.

Provides easy and quick assembly.

v B25 betonda, orta yiiklerde kullanima hazir, montajh bir baglanti elemanidir.

Ready to be used especially in B25 Concrete and medium loads.

v Desklerin, raflarin, kanallarin, késebentlerin montajinda kullanilan ve baska bir baglanti elemani gerektirmeyen bir
dibeldir.

Used in assemblies of desks, shelves, profiles, brackets, etc., without any other fixing elements.

v Matkap Capi ile Diibel Capi esittir.
Drill Diameter is equal to the Anchor Diameter.

v Tek ve Cift Klipslileri mevcuttur.
Mono and Double Clips ara available.

v Elektro Galvanizli, 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) malzemeden (iretilmektedir.
Produced from Zinc Plated (Electro Galvanized), 304 (A2), 316 (A4) Quality Stainless Steel (INOX).

CVTD-06
. . . Max. Emniyetli
Dube[ Uzunluk Matkap - Diibel Dis 5 Slkl:(la Ceklx\e !
Kalinhgr Delik Capi Uzunlugu Torku Yiikii
Anchor Drill - Anchor Thread _ Max. Safe
. Length f Tightening Tensile
Thickness Hole Diameter Length Torque Load
(%]
d L d b Nm kN
M8 75 8 E5) 48 1,40
M10 90 10 40 90 2,50
M10 110 10 40 90 2,50
M10 125 10 40 90 2,50
M12 110 12 45 100 325
M12 125 12 45 100 3,25

* Tim 6lgdiler “milimetre” olarak verilmistir. Ondalik basamaklar “virgdil” ile gdsterilmektedir.

n * All values are in “milimeters” . A “comma” is used as the decimal marker.




Gomlekli Diibel

Sleeve Anchor
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v Orta ve Agir Yiklerde, diisiik kaliteli betonda kullanilabilen, ekonomik ve zaman kazandiran bir diibel cesididir.

Can be used in both heavy and medium load as well as low densed concrete.

v Kisa ankraj derinliklerinde ve diistik kuvvetlerde genlesebilir.

Expands in both short anchor depth and low force.

v Gomlek yapisi sayesinde glivenli sikma ve tutma 6zelligine sahiptir.
Through the sleeve type, has the characteristic of tightening and holding safely.

v Kimyasal yapistiricilar ile kullanilabilir.
Can be used with chemical adhesives.

CVTD-01
Diibel Diibel fbe Gomlek Ankraj Sac Empjyetli Max.
Kalinlig Uzunlugu & Boyu Boyu Kalinhg Cekme Sikma
Delik Capi v Yiikii Torku
Ll Ao Ang(hor S Anchorage sll:::t Tes:;ﬁe Tigll\:lt?r(\'ing
i L h
LR Ly Hole Diameter Length engt Thickness Load Torque
(4}
dq L d I, a t kN Nm
M8 75 10 55 60 1,00 2,0 28
M8 90 10 65 75 1,00 2,0 28
M10 85 12 65 70 1,00 3,1 65
M10 110 12 85 90 1,00 3 65
M12 90 16 65 70 1,20 5,0 115
M12 110 16 75 95 1,20 50 115

* Tim dlgdiler “milimetre " olarak verilmistir. Ondalik basamaklar “virgdil” ile gdsterilmektedir.

* All values are in “milimeters” . A “comma” is used as the decimal marker.




Borulu Diibel

Pipe Anchor

bulunan bir diibel ¢esididir.

e

Beton kalitesi diisiik ve hatta catlak betonda kullanilabilen, dis kovani borudan yapilmis, icinde konik kafal civatasi

Is a type of Anchor of which the external case is made of pipe and conic head bolt inside. Can easily be used in low quality
concrete, even in cracked concrete.

Silindirik ve konik deliklerde emniyetli kavrama saglar.

Provides safe grip in cylinderic and conic holes.

istege gore 304 (A2), 316 (A4) Kalite Paslanmaz (INOX) Boru’dan iiretilmektedir.

Upon request, can also be produced from 304 (A2), 316 (A4) Quality Stainless Steel (INOX) Pipe.

CVTD-03
Diibel Diibel Delik Max. Max.
Kahnhd: Diibel Boyu Boru Boru Kalinhgi Ankraj Boyu | Boru Uzunlugu Sikma Calisma
9 Capi Torku Yiikii
Anchor Hole Max. Max.
Anchor | Anchor Len . . . Anchorage . . .
; gth Pipe Pipe Thickness Pipe Length Tightening Work
Uil Diameter . Torque Load
(%]
d L d t a Iy Nm Nm
M8 75 10 1,2 62 45 45 9
M8 110 10 1,2 95 85 45 9
M10 85 12 1,2 70 50 65 9
M10 110 12 1,2 95 85 65 11
M10 125 12 1,2 110 100 65 11
M12 90 16 1,2 75 55 90 11
M12 110 16 1,2 90 85 100 11
M12 125 16 1,2 105 95 100 11

* Tim &ledler “milimetre” olarak verilmistir. Ondalik basamaklar “virgil” ile gdsterilmektediir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.



—
DIN 933 CVTC-02 -
G?p (7] d|{ M8 | M10 |M12 M~
Diameter
Dis Adimi
1,25 | 1,50 | 1,75
Pitch P k
Kafa Yiiksekligi lss0 | 700 1800
Head Height ' ' J
min. [ 14,38 | 18,90 (21,10
Anahtar Agzi
Head Width s| 13 17 | 19

Uzunluk 15 mm - 150 mm arasidir.
Length is between 15 mm - 150 mm.

Alti Kése Somunlar
Hexagon Nuts

DIN 934 CVTS-01
Gap g d| M8 M0 M2
Diameter
Dis Adimi
Pitch P|125 |150|1,75 e

e 14,38 118,90 (21,10

Yiikseklik

Height m| 65 | 80 100
Anahtar Agzi

Head Width S 13,00 17,00 19,00

Washers

DIN 125 / EN ISO 7089 CVTP-01

Anma Capi M8 (5/16) | M10 (3/8) [M12 (1/2)
Thread Size @ d| M8 M10 M12 | Genis Pul | Genis Pul |Genis Pul

Delik Capt dymin.| 840 1050 | 13,00
Hole o 8.50 1050 | 13.00
Diameter
dymax | 862 1077 | 1327
Dis Cap dymax | 1600 | 2000 | 24,00
Qutside o 2200 | 2500 | 32.00
Diameter : : :
dorin.| 1557 | 1948 | 2348
: [/
Et Kalinhgn Pmax.| 200 200 200
Thickness 2,02530] 2530 | 2530 ]
Benin.| 140 1,80 2,30 ¢
h

* Tim 6lediler “milimetre” olarak verilmistir. Ondalik basamaklar “virgdil” ile gdsterilmektedir.
* All values are in “milimeters” . A “comma” is used as the decimal marker.




Diger Ankraj Elemanlan
Other Anchor Elements

CVTAJBL-01 CVTAJBL-02 CVTAJBL-03 CVTAJBL-04
-~
iy -~
- -~
CVTAJBL-05 CVTAJBL-06

CVTAJBL-07 CVTAJBL-08 CVTAJBL-09

ig

CVTAJBL-10




Diger Ankraj Elemanlar

Other Anchor Elements

CVTAJBL-11 CVTAJBL-12
CVTAJBL-13 CVTAJBL-14 CVTAJBL-15

CVTAJBL-16 CVTAJBL-17 CVTAJBL-18




Diger Ankraj Elemanlari
Other Anchor Elements

CVTAJBL-19 CVTAJBL-20

CVTAJBL-21 CVTAJBL-22

CVTAJBL-23 CVTAJBL-24




Sarf Malzemeler
Consumable Products

CV-01 Cv-02 Cv-03

MERMER & TAS TAS
YAPISTIRICISI YAPISTIRICISI

MARBLE & STONE
ADHESIVE ; Agﬁg’s"ﬁ/s

CV-04 CV-08

EPOKSI
EPOXY

410 ML CV-07

CV-09

CV-12 CV-14 CV-15

A

V '
P,

" GazBeton Diibeli
Tugla Diibeli Aerated Concrete

Brick Anchor Anchor

Delici Grup / Drilling Group

Mermer / Marble
CV-16 CV-17 CV-18 CV-19




Yasal Sartlar

Privacy Policy

v/ Isbu Brosiir, Katalog, Féy, Web Sitemiz, Firma USB’imiz, Firma CD/DVD’miz ve Uygulama Video ¢ekimlerimizde
yer alan her turll teknik veri sadece bilgilendirme amacl olmakla birlikte, kullanilacak trlin ve/veya urlinlerin secimi
kullaniciya aittir.

All the technical information in this Brochure, Catalog, Flyer, in our Web Site, USB, CD/DVD and Application Video is only
to provide information. Therefore, the product and / or products purchased or supplied through this Brochure, Catalog,
Flyer, our Web Site, our CD/DVD, USB, Application Video are subject to the third parties’ choices, not to our company.

v/ Kullanici ve/veya uygulama hatalarindan firmamiz sorumlu tutulamaz. isbu Brosiir, Katalog, Foy, Web Sitemiz,
Firma USB'imiz, Firma CD/DVD’miz ve Uygulama Video cekimlerimizde yer alan Griinlerin teknik 6zellikleri Gzerinde
kullanici ve tiiketici firmalarin yapacaklari degisikliklerden firmamiz sorumlu tutulamaz.

Our Company is neither responsible for the inaccurate application, mounting or product choice, nor the changes made on
the products, applications and mounting by the third parties.

v/ Isbu Brosiir, Katalog, Féy, Web Sitemiz, Firma USB’imiz, Firma CD/DVD’miz ve Uygulama Video cekimlerimizin
icerdigi teknik bilgiler yayinlandiklari tarihte giincel olmakla birlikte, yayin tarihinden sonra Uluslararasi Standart
ve Normlarda meydana gelebilecek degisiklikler, s6z konusu Brostir, Katalog, Foy, Web Sitemiz, Firma USB’imiz
Firma CD/DVD’'miz ve Uygulama Video ¢ekimlerimizin kapsaminda olamayacag icin, firmamiz bu durumdan sorumlu
tutulamaz.

Although, we make all the effort to ensure that the technical information in our Brochure, Catalog, Flyer, in our Web Site,
USB, CD/DVD and Application Video is accurate on the date of publication, we do not warrant it's accuracy after the date
of publication as there may be changes in world wide standards and norms.

v/ Firmamiz, isbu Brosir, Katalog, Foy, Web Sitemiz, Firma USB’imiz, Firma CD/DVD’'miz ve Uygulama Video
cekimlerimizde yer alan bazi urlinlerin teknik ozellikleri lizerinde degisiklik yapabilir, yapma hakkina sahiptir.

We (Our Company) reserve the right to make changes and corrections to any information or material provided in our
Brochure, Catalog, Flyer, in our Web Site, USB, CD/DVD and Application Video at any time without notice.

v/ Isbu Brosiir, Katalog, Féy, Web Sitemiz, Firma USB’imiz, Firma CD/DVD’miz ve Uygulama Video ¢ekimlerimizde
yer alan Urinlerin teknik 6zellikleri vb. ile ilgili olarak firmamizin kontroli disinda olusabilecek terciime, matbaa
baski, yayin, cekim hatalarindan firmamiz sorumlu degildir.

Although, we make all the effort to ensure that all the information in our Brochure, Catalog, Flyer, in our Web Site, USB,
CD/DVD and Application Video is accurate, our company is not responsible for the inadvertent and occasional errors or
omissions caused by translation, press, edition, publication and video capture.

v/ Isbu Brosiir, Katalog, Féy, Web Sitemiz, Firma USB’imiz, Firma CD/DVD’miz ve Uygulama Video cekimlerimizde
yer alan tiim tasarimlar, calismalar, teknik ve ii¢c boyutlu resimler, fotograflar, uygulama cekimleri, gorseller CIVTAS
A.S. Firmasi tarafindan tasarlanarak yapilmis, cizilmis, cekilmis, tasarlanmstir.

Firmamizin yazili onayi olmadan hig bir bilgi, resim, fotograf, video kaydi, uygulama, tasarim ti¢iincii kisiler
tarafindan kopyalanamaz, cogaltilamaz ve kullanilamaz. isbu Brosiir, Katalog, Féy, Web Sitemiz, Firma USB'imiz,
Firma CD/DVD’miz ve Uygulama Video cekimlerinin tiim haklari firmamiza aittir.

All the information, conception, design, design-works, technical drawings, solid work drawings, photos, application
video, other contents, etc. of this Brochure, Catalog, Flyer, in our Web Site, USB, CD/DVD and Application Video
belong to CIVTAS A.S. Therefore, the information, conception, design, design-works, technical drawings, solid
work drawings, photos application video, other contents, etc. can not be coppied, dublicated and used by the third
parties without written approval given by CIVTAS A.S. All Rights are reserved.
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